EZit"l/"" Metal Lamp Push Button Switch

ELECTRIC SOLUTIONS CE ﬂt}v
Z %7, R 5 Mounting hole size:®19mm P T
FFEFUE Switch rating:3A/250VAC 2= 05
FF#£E & Switch combination: INO
1A Operation types: & 3 Resstable il &) o L1 :E[,,, 5
LEFAR Head shape:EFE flat \ ey / # Rt
#AT A Lamp type: IRFEHLT Ring lluminated =
SRR HE 54 -
Enclosure material:Nickel plated brass/Stainless stell CIRCUIT
B3R E R Degree of protection:IP65,IK08 _oéo_
22457, R <t Mounting hole size:®19mm 2 e s 4
FFXEEE Switch rating:3A/250VAC ~fi= 08
FF X & Switch combination: 1INO %i;
${E2£R Operation types: & = Resetable (&) nﬂz B IR
SLErT 4R Head shape:B3EF High flush \g/ 3 ig{"s
#HAT A Lamp type:FREHAT Ring llluminated == \
MR R R TR e N s
/e Enclosure material:Nickel plated brass/Stainless stell RO
B4 Degree of protection:IP65,IK08 = B
19-D2- *HAA® - /
= iE Specifications QN19-D1 QN19-D2
RERE Tail configuration 44 1 Connection terminal(1.8 x 0.4) | 844 i Connection terminal(1.8 x 0.4)
FFeiig Switch specifications | 3A/250VAC 3A/250VAC
Rl e pE Contact resistance < 50mQ < 50m0
Y fE Insulation resistance | »1000MQ >1000MQ
YRR Dielectric Intensity 2000VAC 2000VAC
HEEE Ambient temperature | —-20°C ~ +55C -20°C ~ +55°C
YHHERD | Mechanical life 5075% Bl _E 500,000 cycles 5073 % _E 500,000 cycles
BS&4 | Electrical life 57K 50,000 cycles 5/ E 50,000 cycles
HREE Panel thickness 1 ~10mm 1~10mm
BEME | Nuttorque 5~14Nm 5~ 14Nm
#EEH | Operation pressure | £33~ 5N About 3 ~5N #3 ~ 5N About 3 ~ 5N
#1678 | Operation stroke £)2.5mm About 2.5mm #32 5mm About 2.5mm
BrirEE Protection level P65, K08 IP65, |K08
fit& | Contact &4 Silver alloy $R&# Silver alloy
g g #%@ | Button ﬁcﬁéﬁi m ?ass/stainless stell ﬁgﬁg ﬁe@:? t;qraass/stainless stell
z | %% | Enclosure &ﬁg Md ?ass]stainless stell ﬁrﬁg m %rmasslstainless stell
HE | Base PBT PBT
T [#T3REHE | LED type FFEHTRING llluminated(LED) | FAZH#4TRing llluminated(LED)
B |HLEHE | Rated voltage 6V/12V/24V/110Vv/220V B6V/12Vv/24v/110v/220V
@%Wﬂ LED color MOTEMT Mo WET
Hz [iTH%Be | LED life 40000/)\AFhours 40000/\Efhours
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