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■  手动液压开孔器是一种能在 4mm 以下的金属板上开孔的手动液压工具，能够起

到一般冲压设备所不能达到的开孔作用。

■  操作简便，省力，速度快，加工面平整光洁，不受场地、位置限制，均可使用，

安全可靠。

■  结构轻巧、美观、易携带。

■  可供冶金、石油、化工、电子、电器、船舶、机械等行业安装维修电线管道，指示灯，

仪表开关等开孔，更适用于已成型的仪表面板底板，开关箱分线电器盒的壁面

开孔之用。

■  手动液压开孔器是一种能在 4mm 以下的金属板上开孔的手动液压工具，能够起

到一般冲压设备所不能达到的开孔作用。

■  操作简便，省力，速度快，加工面平整光洁，不受场地、位置限制，均可使用，
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■  结构轻巧、美观、易携带。

■  可供冶金、石油、化工、电子、电器、船舶、机械等行业安装维修电线管道，指示灯，
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液压穿孔工具 HYDRAULIC PUNCH TOOLS

SYK-8B 液压穿孔工具

SYK-15 液压穿孔工具

标准附件 Standard accessories
■  专用手摇泵浦 CP-180 一台

■  螺杆 3/8”, 3/4” 各一支

标准附件 Standard accessories
■  专用手摇泵浦 CP-180 一台

■  螺杆 3/8”, 3/4” 各一支

工具参数

铁板 3mm 厚度以下，Φ22-60

10T

25mm

Φ20, Φ27.5, Φ34, Φ43, Φ49, Φ60

40cc

5.4Kg
铁箱 Steel case

应用范围 Range of application
出力 Cutting force
行程 Stroke
模具配置 Standard dies
储油量 Reservoir capacity
重量 Weight
包装 Package

工具参数

铁板 3mm 厚度以下，Φ63-114

15T

25mm

Φ63, Φ76, Φ80, Φ89, Φ100, Φ114

55cc

6.2Kg
铁箱 Steel case

应用范围 Range of application
出力 Cutting force
行程 Stroke
模具配置 Standard dies
储油量 Reservoir capacity
重量 Weight
包装 Package
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Hole Diameter: 2 1/2”(76.1), 3”(88.9), 3 1/2”(102.9), 4”(115.5)

2 1/2” 3”� 3 1/2”� 4”�� R-3 Nut MS9292 MS6868 S-1 SCREW

工具参数

MS46x46
MS50.8x50.8
MS68x68
MS92x92
MS104.8x104.8

1-13/16”(46.0×46.0)
2”(50.8×50.8)

2-11/16”(68.0×68.0)
3-5/8”(92.0×92.0)

4-1/8”(104.8×104.8)

工具参数

MAP10-4

Hole Diameter

2 1/2”(76.1), 3”(88.9)

3 1/2”(102.9), 4”(115.5)

MAP10-4 圆模

F 方模

如需求量大，可根据要求生产特殊尺寸 
Special size of dies can de made by us based on big quantity.工具参数

F1
F2
F3
F4
F5
F6
F7

32×32mm
46.5×46.5 mm
76.5×76.5 mm
80.5×80.5 mm
90.5×90.5 mm

113×113mm
151×151 mm

GROUP F

圆模及方模 ROUND DIE AND SQUARE DIE
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■  铜、铝排切断、冲孔、弯曲三合一母线加工机

■  用于中小规模的变压器、开关箱配生产线或组装现场为不规则尺寸的汇流排加工

■  冲孔无毛边 , 切断面平整，角度精确，可快速重复大量加工

■  四方位阀门控制开关精准指引，正确使用欲穿孔、曲板、切断的位置

■  安全牢固的脚踏开关，可控制进、回油� 
■  3 in 1 bus bar processor for cutting, punching and bending of copper bus bar and 

aluminum bus bar 
■  It is designed for irregular sized bus bar procession on Mid small scaled transformer, 

switchboard bor line or assembling site .
■  Punch holes without burr. Cutting surface smooth  and cutting angle accurately. It’s 

good for puick and repeat batch procession.
■  Four war valve control switch accurately guide to the position of punching, bening 

and cutting.
■  Safe and firm pedal switch could control oil inlet and oil return

DHY-150 / DHY-200

With three functions (cutting, punching and bending)
切断、冲孔、弯曲三合一

母线加工机 BUS BAR PROCESSOR

single phase 50Hz,220V

700kg/cm2

30T

200mm(width)×10mm(thickness)

35T

95mm

工具参数

电压 Voltage
额定压力 Rating  pressure
出力 Cutting force
切断范围 Cutting range
冲孔出力 Punching  force
喉深 Distance from hole to sheet side

single phase 50Hz,220V

700kg/cm2

20T

150mm(width)×10mm(thickness)

30T

95mm

DHY-150 DHY-200
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