


-40~+140

  (BMC)  (SMC)  UL

Operating Temperature: -40~ +140

Insert: Brass. Steel with Zn coating

Matenial: BMC (Bough Moulding Compound)

          SMC(Sheet Moulding Compound)

Colour, Insert,material In capability accordance screw with customer needs

SM   -    

(Height)

(Series)

SM BUS BAR INSULATOR(Drum)

SM-20 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

5 2
0

1
71

5

300

5

4

5

7

SM-40 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

4
03

3

650

12

12

8

11

1
0

4
0

SM-25 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

3
02

3

500

6

6

6

9

1
0

2
5

SM-30 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

550

8

8

8

11

1
0 3
0

3
22

7

SM-35 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

600

10

10

8

11

1
0 3
5

3
22
8

1
0 4
5

3
63

0 

SM-45 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1000

14

20

8

11

1
2 5
1

3
62

9

SM-51 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1000

15

20

8

14

1
3

6
0

4
63

4

SM-60 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1200

20

35

10

15

1
5

.5

8
0

5
03

5

SM-80 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

SM-76 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1500

25

40

10

20

1
5

.5

7
6

5
03

5

35

www.ezitown.com



-40~+140

  (BMC)  (SMC)  UL

Operating Temperature: -40~ +140

Insert: Brass. Steel with Zn coating

Matenial: BMC (Bough Moulding Compound)

          SMC(Sheet Moulding Compound)

Colour, Insert,material In capability accordance screw with customer needs

SM   -    

(Height)

(Series)

SM BUS BAR INSULATOR(Drum)

SM-20 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

5 2
0

1
71

5

300

5

4

5

7

SM-40 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

4
03

3

650

12

12

8

11

1
0

4
0

SM-25 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

3
02

3

500

6

6

6

9

1
0

2
5

SM-30 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

550

8

8

8

11

1
0 3
0

3
22

7

SM-35 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

600

10

10

8

11

1
0 3
5

3
22
8

1
0 4
5

3
63

0 

SM-45 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1000

14

20

8

11

1
2 5
1

3
62

9

SM-51 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1000

15

20

8

14

1
3

6
0

4
63

4
SM-60 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1200

20

35

10

15

1
5

.5

8
0

5
03

5

SM-80 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

SM-76 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1500

25

40

10

20

1
5

.5

7
6

5
03

5

35

www.ezitown.com



-40~+140

  (BMC)  (SMC)  DMC UL

Operating Temperature: -40~ +140

Insert: Brass. Steel with Zn coating

Matenial: BMC (Bough Moulding Compound)

          SMC(Sheet Moulding Compound)

Colour, Insert,material In capability accordance screw with customer needs

TSM   -   

(Height)

(Series)

TSM BUS BAR INSULATOR

6 2
0

1
71

5

TSM-20 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

300

4

4

5

7

5
04
1

TSM-40 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1000

8

30

10

14

8 4
0

7 30
3

02
6

TSM-30 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

500

8

8

6

10

5
54

4

TSM-50 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1500

15

40

10

17

1
0

5
0

TSM-402 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

500

8

10

6

13

TSM-55 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

2000

15

50

10

17

TSM-401 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

700

8

20

8

13

TSM-70 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1500

25

40

10

17

3
02
4

8 4
0

5
03
9

1
0

7
0

4
03
4

7 40

6
04
0

1
0 5
5

www.ezitown.com



-40~+140

  (BMC)  (SMC)  DMC UL

Operating Temperature: -40~ +140

Insert: Brass. Steel with Zn coating

Matenial: BMC (Bough Moulding Compound)

          SMC(Sheet Moulding Compound)

Colour, Insert,material In capability accordance screw with customer needs

TSM   -   

(Height)

(Series)

TSM BUS BAR INSULATOR

6 2
0

1
71

5
TSM-20 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

300

4

4

5

7

5
04
1

TSM-40 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1000

8

30

10

14

8 4
0

7 30
3

02
6

TSM-30 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

500

8

8

6

10
5

54
4

TSM-50 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1500

15

40

10

17
1

0

5
0

TSM-402 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

500

8

10

6

13

TSM-55 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

2000

15

50

10

17

TSM-401 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

700

8

20

8

13

TSM-70 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1500

25

40

10

17

3
02
4

8 4
0

5
03
9

1
0

7
0

4
03
4

7 40

6
04
0

1
0 5
5

www.ezitown.com



-40~+140

  (BMC)  (SMC)  UL

Operating Temperature: -40~ +140

Insert: Brass. Steel with Zn coating

Matenial: BMC (Bough Moulding Compound)

          SMC(Sheet Moulding Compound)

Colour, Insert,material In capability accordance screw with customer needs

SEP   -                

(Screw dimension)

(Hexagon dimension)

(Height)

(Series)

SEP 1615  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

4 1
6

1
51
2

300

4

3

4

4

SEP STANDOFF INSULATOK (Hexagonal)

3

5

4

SEP 2019  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

400

7 

3

4

6

6

5

6

10

6

6

SEP 2519  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

400

8.5

6

5

6

8

6

6

SEP 2522  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

500

8.5

3

4

7

6

5

7

SEP 2525  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

550

8.5

10

8

9

10

6

7

SEP 3030  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

7 3
0

3
02
5

600

11

10

6

9

20

8

9

SEP 3040  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

700

11

30

8

9

40

10

9

SEP 3532  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

650

12.5

10

6

9

25

8

10

SEP 3540  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

700

12.5

25

8

10

50

10

10

SEP 3541  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

700

12.5

10

6

9

25

8

10

20

10

9

10

10

40

10

10

50
5

2
0

1
91

6
5 2
5

1
91
5

6 2
5

2
218

7 25
2

521

4
03
3

.5
8 3
0

3
22
8

.5
1

0 3
5

4
03
3

1
0

3
5

4
13
5

1
0

3
5

www.ezitown.com



-40~+140

  (BMC)  (SMC)  UL

Operating Temperature: -40~ +140

Insert: Brass. Steel with Zn coating

Matenial: BMC (Bough Moulding Compound)

          SMC(Sheet Moulding Compound)

Colour, Insert,material In capability accordance screw with customer needs

SEP   -                

(Screw dimension)

(Hexagon dimension)

(Height)

(Series)

SEP 1615  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

4 1
6

1
51
2

300

4

3

4

4

SEP STANDOFF INSULATOK (Hexagonal)

3

5

4

SEP 2019  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

400

7 

3

4

6

6

5

6

10

6

6

SEP 2519  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

400

8.5

6

5

6

8

6

6

SEP 2522  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

500

8.5

3

4

7

6

5

7

SEP 2525  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

550

8.5

10

8

9

10

6

7

SEP 3030  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

7 3
0

3
02
5

600

11

10

6

9

20

8

9

SEP 3040  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

700

11

30

8

9

40

10

9

SEP 3532  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

650

12.5

10

6

9

25

8

10

SEP 3540  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

700

12.5

25

8

10

50

10

10

SEP 3541  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

700

12.5

10

6

9

25

8

10

20

10

9

10

10

40

10

10

50

5

2
0

1
91

6
5 2
5

1
91
5

6 2
5

2
218

7 25
2

521

4
03
3

.5
8 3
0

3
22
8

.5
1

0 3
5

4
03
3

1
0

3
5

4
13
5

1
0

3
5

www.ezitown.com



-40~+140

  (BMC)  (SMC)  UL

Operating Temperature: -40~ +140

Insert: Brass. Steel with Zn coating

Matenial: BMC (Bough Moulding Compound)

          SMC(Sheet Moulding Compound)

Colour, Insert,material In capability accordance screw with customer needs

SEP   -                

(Screw dimension)

(Hexagon dimension)

(Height)

(Series)

SEP STANDOFF INSULATOK (Hexagonal)

SEP 4041  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

800

14

25

8

10

50

10

10

85

12

10

SEP 4046  (mm) 

SEP 4546  (mm) 

SEP 5036  (mm) 

SEP 5046  (mm) 

(LBS)
Tensile strength(LBS)

(LBS)
Tensile strength(LBS)

(LBS)
Tensile strength(LBS)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

 (KV)
Vo1tage  withstand(KV)

 (KV)
Vo1tage  withstand(KV)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(FT LBS)
Torgue strength(FT LBS)

(FT LBS)
Torgue strength(FT LBS)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw(mm)

(mm)
screw(mm)

(mm)
screw(mm)

(mm)
screw depth(mm)

(mm)
screw depth(mm)

(mm)
screw depth(mm)

(mm)
screw depth(mm)

1000

1000

900

1100

14

15.5

15.5

15.5

25

25

10

8

8

6

10

15

15

50

50

25

50

10

10

8

10

10

15

15

15

85

85

50

12

12

10

12

15

15

SEP 5050  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1500

15.5

25

8

15

50

10

15

85

12

15

SEP 6060  (mm) 

SEP 6541  (mm) 

SEP 7060  (mm) 

SEP 7550  (mm) 

(LBS)
Tensile strength(LBS)

(LBS)
Tensile strength(LBS)

(LBS)
Tensile strength(LBS)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

 (KV)
Vo1tage  withstand(KV)

 (KV)
Vo1tage  withstand(KV)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(FT LBS)
Torgue strength(FT LBS)

(FT LBS)
Torgue strength(FT LBS)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw(mm)

(mm)
screw(mm)

(mm)
screw(mm)

(mm)
screw depth(mm)

(mm)
screw depth(mm)

(mm)
screw depth(mm)

(mm)
screw depth(mm)

2000

1000

2000

1500

21

22

25

28

25

25

50

8

8

10

15

15

20

50

50

85

50

10

10

12

10

15

20

20

15

85

85

200

12

12

16

20

20

25

25

8

15

85

12

20

1
2

4
0

4
13

4
1

2

4
0

4
64
0

1
3 4
5

4
63
9

.5
3

62
9

1
2 5
0

4
63
7

1
0 5
0

1
5 5
0

5
04

5
1

5

6
0

6
0

4
9

.5
6

05
2

1
4 7
0

4
13
2

1
2 6
5

5
03
8

.5
1

6 7
5

www.ezitown.com



-40~+140

  (BMC)  (SMC)  UL

Operating Temperature: -40~ +140

Insert: Brass. Steel with Zn coating

Matenial: BMC (Bough Moulding Compound)

          SMC(Sheet Moulding Compound)

Colour, Insert,material In capability accordance screw with customer needs

SEP   -                

(Screw dimension)

(Hexagon dimension)

(Height)

(Series)

SEP STANDOFF INSULATOK (Hexagonal)

SEP 4041  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

800

14

25

8

10

50

10

10

85

12

10

SEP 4046  (mm) 

SEP 4546  (mm) 

SEP 5036  (mm) 

SEP 5046  (mm) 

(LBS)
Tensile strength(LBS)

(LBS)
Tensile strength(LBS)

(LBS)
Tensile strength(LBS)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

 (KV)
Vo1tage  withstand(KV)

 (KV)
Vo1tage  withstand(KV)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(FT LBS)
Torgue strength(FT LBS)

(FT LBS)
Torgue strength(FT LBS)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw(mm)

(mm)
screw(mm)

(mm)
screw(mm)

(mm)
screw depth(mm)

(mm)
screw depth(mm)

(mm)
screw depth(mm)

(mm)
screw depth(mm)

1000

1000

900

1100

14

15.5

15.5

15.5

25

25

10

8

8

6

10

15

15

50

50

25

50

10

10

8

10

10

15

15

15

85

85

50

12

12

10

12

15

15

SEP 5050  (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1500

15.5

25

8

15

50

10

15

85

12

15

SEP 6060  (mm) 

SEP 6541  (mm) 

SEP 7060  (mm) 

SEP 7550  (mm) 

(LBS)
Tensile strength(LBS)

(LBS)
Tensile strength(LBS)

(LBS)
Tensile strength(LBS)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

 (KV)
Vo1tage  withstand(KV)

 (KV)
Vo1tage  withstand(KV)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(FT LBS)
Torgue strength(FT LBS)

(FT LBS)
Torgue strength(FT LBS)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw(mm)

(mm)
screw(mm)

(mm)
screw(mm)

(mm)
screw depth(mm)

(mm)
screw depth(mm)

(mm)
screw depth(mm)

(mm)
screw depth(mm)

2000

1000

2000

1500

21

22

25

28

25

25

50

8

8

10

15

15

20

50

50

85

50

10

10

12

10

15

20

20

15

85

85

200

12

12

16

20

20

25

25

8

15

85

12

20

1
2

4
0

4
13

4
1

2

4
0

4
64
0

1
3 4
5

4
63
9

.5
3

62
9

1
2 5
0

4
63
7

1
0 5
0

1
5 5
0

5
04

5
1

5

6
0

6
0

4
9

.5
6

05
2

1
4 7
0

4
13
2

1
2 6
5

5
03
8

.5
1

6 7
5

www.ezitown.com



-40~+140

  (BMC )  (SMC )   UL

Operating Temperature: -40~ +140

Insert: Brass. Steel with Zn coating

Matenial: BMC (Bough Moulding Compound)

          SMC(Sheet Moulding Compound)

Colour, Insert,material In capability accordance screw with customer needs

SB   -             

(Height)

(Diameter)

(Series)

H
A

/F

TYPE

SB20

SB30

SB35

SB40

SB60

A/F
(mm)

20

30

35

40

60

VALUES

H
(mm)

SCREW
(mm)

TORGUE
STRENGTH

(FTLBS)

20

30

300

40

45

25

35

35

50

30

40

40

60

40

50

50

70

50

60 65

60 70

80

5

10

35

16

50

5

6

8

12

6

8

10

16

10

  Round Hex

C 25 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

500

2
1

6

6

6

9

2
5

2
5

C 30 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

500

2
4

8

6

6

9

30
3

0

8

8

12

C 40 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

650

3
0

12

630
40

8

12

12

C 50 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1000

4
0

15

12

8

12

5
0

5
0

C 60 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1200

4
5

20

20

10

15

60
6

0

40

12

18

C 70 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1500

3
0

22

1060
70

12

20

10

15

20 40

15 18

Conical

www.ezitown.com



-40~+140

  (BMC )  (SMC )   UL

Operating Temperature: -40~ +140

Insert: Brass. Steel with Zn coating

Matenial: BMC (Bough Moulding Compound)

          SMC(Sheet Moulding Compound)

Colour, Insert,material In capability accordance screw with customer needs

SB   -             

(Height)

(Diameter)

(Series)

H
A

/F

TYPE

SB20

SB30

SB35

SB40

SB60

A/F
(mm)

20

30

35

40

60

VALUES

H
(mm)

SCREW
(mm)

TORGUE
STRENGTH

(FTLBS)

20

30

300

40

45

25

35

35

50

30

40

40

60

40

50

50

70

50

60 65

60 70

80

5

10

35

16

50

5

6

8

12

6

8

10

16

10

  Round Hex

C 25 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

500

2
1

6

6

6

9

2
5

2
5

C 30 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

500

2
4

8

6

6

9

30
3

0

8

8

12

C 40 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

650

3
0

12

630
40

8

12

12

C 50 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1000

4
0

15

12

8

12

5
0

5
0

C 60 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1200

4
5

20

20

10

15

60
6

0

40

12

18

C 70 (mm) 

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1500

3
0

22

1060
70

12

20

10

15

20 40

15 18

Conical

www.ezitown.com



-40~+140

 (BMC ) ( SMC )

UL

Operating Temperature: -40~ +140

Insert: Brass. Steel with Zn coating

Matenial: BMC (Bough Moulding Compound)

          SMC(Sheet Moulding Compound)

Colour, Insert,material In capability accordance with customer needs

EN   -             

(Height)

(Diameter)

(Series)

A
/F

TYPE

EN25

EN30

EN32

EN40

EN100

EN110

EN120

A/F
(mm)

26

26

26

26

45

45

45

VALUES

H

H
(mm)

TORGUE
STRENGTH

(FTLBS)

SCREW
(mm) (mm)

SCREW DEPTH

25

30

32

40

100

110

120

10

10

10

10

6

6

6

6

9

9

9

9

25

25

25

40

40

40

10

10

10

12

12

12

15

15

15

18

18

18

U4535 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

3
5

700

6

12

10

12

UNC3/8-164
5

1
3

3
5

7105 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

2
7

650

8

8

3
3

1
0

3
8

6

10

7110 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

3
2

800

10

10

4
0

1
0

4
5

8

12

  Full Hex

A
 4

5 
  B

4
8

Cylindrical

30 30 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

18

500

5

8

6

10

30
3

0

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

18

500

6

10

3
0 6

12

30 40 (mm)

4
0

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

650

10

12
4

0

8

13

40 40 (mm)

26 40

40 60 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

26

650

15

40

10

15

40
6

0

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1000

10

50

10

13

50 40 (mm)

31
.5 5
0

4
0

M4

3
0

2
0

3
0

30

www.ezitown.com



-40~+140

 (BMC ) ( SMC )

UL

Operating Temperature: -40~ +140

Insert: Brass. Steel with Zn coating

Matenial: BMC (Bough Moulding Compound)

          SMC(Sheet Moulding Compound)

Colour, Insert,material In capability accordance with customer needs

EN   -             

(Height)

(Diameter)

(Series)

A
/F

TYPE

EN25

EN30

EN32

EN40

EN100

EN110

EN120

A/F
(mm)

26

26

26

26

45

45

45

VALUES

H

H
(mm)

TORGUE
STRENGTH

(FTLBS)

SCREW
(mm) (mm)

SCREW DEPTH

25

30

32

40

100

110

120

10

10

10

10

6

6

6

6

9

9

9

9

25

25

25

40

40

40

10

10

10

12

12

12

15

15

15

18

18

18

U4535 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

3
5

700

6

12

10

12

UNC3/8-164
5

1
3

3
5

7105 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

2
7

650

8

8

3
3

1
0

3
8

6

10

7110 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

3
2

800

10

10

4
0

1
0

4
5

8

12

  Full Hex

A
 4

5 
  B

4
8

Cylindrical

30 30 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

18

500

5

8

6

10

30
3

0

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

18

500

6

10

3
0 6

12

30 40 (mm)

4
0

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

650

10

12

4
0

8

13

40 40 (mm)

26 40

40 60 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

26

650

15

40

10

15

40
6

0

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

(mm)
screw depth(mm)

1000

10

50

10

13

50 40 (mm)

31
.5 5
0

4
0

M4

3
0

2
0

3
0

30

www.ezitown.com



Cylindrical

-40~+140

  (BMC )  (SMC )   , UL

Operating Temperature: -40~ +140

Insert: Brass. Steel with Zn coating

Matenial: BMC (Bough Moulding Compound)

          SMC(Sheet Moulding Compound)

Colour, Insert,material In capability accordance screw with customer needs

MNS   -             

(Height)

(Diameter)

(Series)

TYPE

MNS16

MNS20

MNS25

MNS30

MNS40

MNS50

MNS60

MNS70

Diameter
(mm)

16

20

25

30

40

50

60

70

VALUES

H
(mm)

SCREW
(mm)

SCREW DEPTH
(mm)

20

20

25

30

40

50

60

70

25

25

30

40

50

60

70

80

30

30

40

50

60

70

60

90

35

35

50

60

70

80

70

100

40

40

80

40

80

110

M6

M6

M6

M8

M8

M8

M10

M14

M10

M10

M12

M16

8

8

9

9

12

15

15

18 22

H

M

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

Colour

400

5

6

2
5

5

S525-1 (mm)

16 26

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

Colour

400

5

6

2
5

5

S525-2 (mm)

16 26

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

Colour

400

5

6

2
5

5

S525-3 (mm)

16 26

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

Colour

700

8

10

4
2

8

S842-1 (mm)

25 45

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

Colour

700

8

10

4
2

8

S842-2 (mm)

(LBS)
Tensile strength(LBS)

 (KV)
Vo1tage  withstand(KV)

(FT LBS)
Torgue strength(FT LBS)

(mm)
screw(mm)

Colour

700

8

10

2
5

8

S842-3 (mm)

25 45
25 45

www.ezitown.com



Cylindrical

-40~+140

  (BMC )  (SMC )   , UL

Operating Temperature: -40~ +140

Insert: Brass. Steel with Zn coating

Matenial: BMC (Bough Moulding Compound)

          SMC(Sheet Moulding Compound)

Colour, Insert,material In capability accordance screw with customer needs

MNS   -             

(Height)

(Diameter)

(Series)

TYPE

MNS16

MNS20

MNS25

MNS30

MNS40

MNS50

MNS60

MNS70

Diameter
(mm)

16

20

25

30

40

50

60

70

VALUES

H
(mm)

SCREW
(mm)

SCREW DEPTH
(mm)

20

20

25

30

40

50

60

70

25

25

30

40

50

60

70

80

30

30

40

50

60

70

60

90

35

35

50

60

70

80

70

100

40

40

80

40

80

110

M6

M6

M6

M8

M8

M8

M10

M14
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-40~+140

  (BMC)  (SMC)  UL

Operating Temperature: -40 ~ +140

Insert: Brass. Steel with Zn coating

Matenial: BMC (Bough Moulding Compound)

          SMC(Sheet Moulding Compound)

Colour, Insert,material In capability accordance screw with customer needs

CT   -           

(Width)

(Phase number)

(Series)

CT5-25 135

26 26 262615

474048

6.5

M6

30 25
20

55

J4-30

10 M8
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230
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10
0

63 63

CT4-30 132
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33

13
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3
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3
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3
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3
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4-M8
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15 45 40
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41
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70

4-M8

11 M10

1
4
8

80

30

15 25 25 15 

M8
27

19

60

CT2-25
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EL-210

E
L

-2
10

E
L

-210

210

8025 80 25

6.5 2

72.5 72.565

10

D C

W

19

34
15

B A

Dimension

Number

2
3
4

12
13
14

A
28
28
28
31
31
31

B C D W

18
18
18
21
21
21

10
10
10
13
13
13

7
7
7

10
10
10

7.5
11.5
10
7.5
11.5
10

EL-270
Dimension

Number A B

1

2

3

4

12

12

11

10

7

0

6

5

35

35

85100

12 2

85

E
L

-270 E
L

-2
70

 

270
100 100 A

B6

10

1
0

5

EL-295
Dimension

Number A B

1

2

3

4

5

11

22

5

6.3

11

-

-

-

-

6.3

35

35

11 3

E
L

-2
95

E
L

-295

7575
757575

295

10

5

B

A

EL-409 SIZE
No A B

1

2

3

4

11

11

15

10

0

6.3

0

0

35
35

45.510610610645.5

409

20 2 20 2

1061069
98.5

10

10

5

98.5
B

A

EL-130
130

12-2 8-2

35

35

119

6.5 6

1515 100

B

6.5

A
11
10
7
6
5

1
2
3
4
5

Dimension
Number

EL-180
180

A

7

11

1

2

SIZE
No.

7 29 2

25 65 65 25

34

15

19

28
.1

5

57.5 65 57.5

A

10

20 2

20 3

1. Material:Bulk molding compound,unsaturaced polyester

2. Nut inserts:Brass,various specifications are available.

3. Test specifications:JIS C3801 and JIS C3851

4. Color:Dark brown or dark red.

5. Dimension and characteristics

A3

A2 A1 A2
A3

AX

TOP

A
X A B

H

S31

S2 S1 S2

SX

( )BOTTOM

S
Y

SY1

 

End diameters (A/B).mm

Height(H).mm

Surface leakage distance, mm

Rated voltage.kV

Low frequency dielectric strenght .kV

lmpule voltage resistance, kV

Persistent begding strength. I min, kg

Tensile strength, kg

Torque stength.kg-m

Part No.

Top

BOTTOM

Inseris
arrangement

A1

A2

A3

AX

AY

SI

S2

S3

S31

SX

SY

SYI

EL-24

70

210

356

24

60

125

300

>1500

>25

M10/M12

-

M6/M8

-

36/40

MI0/MI2/M16

-

-

-

-

-

-

 EL-15

70

142

210

15

50

110

400

> 1500

>25

M8/M10

-

M6/M8

-

36/40

MI0/M12/MI6

-

-

-

-

-

-

 EL-12

58

130

172

12

36

95

300

>2000

>25

MI0

M8

-

36

-

M10/M16

-

-

-

-

-

-

EL-6M

70

90

125

7.2

22

75

400

>1200

>25

M10

M8

-

40

-

M10

-

-

-

-

-

-

EL-3M

70

60

88

3.6

16

60

400

>1200

>25

M10

M8

  -

40

 -

M10

-

-

-

-

-

-

76:120

76

120

300

10

55

110

400

1500

25

M16

-/M8

-

-

-

-

-

-

-

-

-

-

76

1
2

0

76:120
A

1
2

0

76 76:120
B

M
1

6

2
*

M
8

A18

B30
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乐清市易达通电器厂
YUEQING EZITOWN ELECTRIC FACTORY

地址：浙江省乐清市柳市镇金马西路49号

Add: NO.49 JINMA WSRD,LIUSHI,YUEQING,ZHEJIANG,CHINA

Tel: +86-13566125299  +86-577-27885553

Fax: +86-577-27885554

E-mail: sales@ezitown.com

www.ezitown.com
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