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EZT-F6L
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EZT-F8L
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6 Circuits with Cover

EZT-F6P

6 Circuits with Cover

Input terminal rating: M5 threaded studs(100A 32V DC.max).
Input wire size: #4-6 AWG.

Output terminal rating: 30A max per circuit.

Output wire size: #12-16 AWG,

Red LED indicates when fuse is broken.

Size of Panel : 70.0mmx85.0mm

8 Circuits with Cover

EZT-F8P

8 Circuits with Cover

Input terminal rating: M5 threaded studs(100A 32V DC.max).
Input wire size: #4-6 AWG.

Output terminal rating: 30A max per circuit.

Output wire size: #12-16 AWG,

Red LED indicates when fuse is broken.

Size of Panel : 85.0mmx85.0mm




10 Circuits with Cover

EZT-F10L EZT-F10P
85
f ) 10 Circuits with Cover
D & Input terminal rating: M5 threaded studs(100A 32V DC.max)-
" Input wire size: #4-6 AWG.
S < Output terminal rating: 30A max per circuit.
i o o Output wire size: #12-16 AWG.
30 Red LED indicates when fuse is broken.
Size of Panel : 100.0mmx85.0mm
A J/
12 Circuits with Cover
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EZT-F12L EZT-F12P
85
f 5 & 12 Circuits with Cover
Input terminal rating: M5 threaded studs(100A 32V DC.max).
Input wire size: #4-6 AWG.
ul 3 Output terminal rating: 30A max per circuit.
- o o Output wire size: #12-16 AWG.
Red LED indicates when fuse is broken.
lil Size of Panel : 115.0mmx85.0mm




6 Circuits with Cover and Negative Bus
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EZT-F6L-F
Main line:

terminal rating: M5 threaded studs (100A 32V DC.max).
wire size: #4-6 AWG.

Single line:

terminal rating: M4 threaded studs ( 30A 32V DC.max).
wire size: #12-16 AWG.

Red LED indicates when fuse is broken.

Size of Panel : 87.75mmx85.0mm

12 Circuits with Cover and Negative Bus
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EZT-F12L-F @ =)
Main line:

terminal rating: M5 threaded studs (100A 32V DC.max).
wire size: #4-6 AWG.

Single line:

terminal rating: M4 threaded studs ( 30A 32V DC.max).
wire size: #12-16 AWG.

Red LED indicates when fuse is broken.

Size of Panel : 138.25mmx85.0mm



Portable Powered Battery Box

EZT-P1

Power Socketx2

Dual Port USB Socketx1
Voltmeter Socketx1
Circuit Breaker Switchx1

226.51

423.73

EZT-P2

Power Socketx1

Dual Port USB Socketx1
Voltmeter Socketx1
Anderson Connectorx2(50A)
Circuit Breaker Switchx1

251.35

306.24

115.5

162.5

210.33




BB1827-6P / Single Bus Bar

Continuous Rating : 130A AC / 150A DC

Max. Voltage: 300V AC / 48V DC

Terminal Screw: M4x6

Terminal Stud: M6x2

BB1827C-6P / Single Bus Bar (Cover)

Continuous Rating : 130A AC / 150A DC
Max. Voltage: 300V AC / 48V DC
Terminal Screw: M4x6

Terminal Stud: M6x2

Coverx1

BB1827-12P / Single Bus Bar
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Continuous Rating : 130A AC / 150A DC

Max. Voltage: 300V AC / 48V DC

Terminal Screw: M4x12

Terminal Stud: M6x2

BB1827C-12P / Single Bus Bar (Cover)

BB1828-6P / Dual Bus Bar

2

Continuous Rating : 130A AC / 150A DC
Max. Voltage: 300V AC / 48V DC

Terminal Screw: M4x12

Terminal Stud: M6x4

BB1828C-6P / Dual Bus Bar (Cover)

Continuous Rating : 130A AC / 150A DC
Max. Voltage: 300V AC / 48V DC
Terminal Screw: M4x12

Terminal Stud: M6x4

Coverx2

BB1828-12P / Dual Bus Bar

Continuous Rating : 130A AC / 150A DC
Max. Voltage: 300V AC / 48V DC

Terminal Screw: M4x24

Terminal Stud: M6x4

BB1828C-12P / Dual Bus Bar (Cover)

Continuous Rating : 130A AC / 150A DC
Max. Voltage: 300V AC / 48V DC
Terminal Screw: M4x12

Terminal Stud: M6x2

Coverx1

Continuous Rating : 130A AC / 150A DC
Max. Voltage: 300V AC / 48V DC
Terminal Screw: M4x24

Terminal Stud: M6x4

Coverx2




BB1829-2P / Single Bus Bar
&P~

Continuous Rating : 130A AC / 150A DC

Max. Voltage: 300V AC / 48V DC

Terminal Screw: M6x2

Terminal Stud: M6x2

BB1829C-2P / Single Bus Bar (Cover)
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Continuous Rating : 130A AC / 150A DC
Max. Voltage: 300V AC / 48V DC
Terminal Screw: M6x%2

Terminal Stud: M6x2

Coverx1

BB1829-4P / Sinale Bus Bar

Yo

Continuous Rating : 130A AC / 150A DC

Max. Voltage: 300V AC / 48V DC

Terminal Screw: M6x4

Terminal Stud: M6x2

BB1829C-4P / Single Bus Bar (Cover)
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Continuous Rating : 130A AC / 150A DC
Max. Voltage: 300V AC / 48V DC
Terminal Screw: M6x4

Terminal Stud: M6x%2

Coverx1

BB1830-2P / Dual Bus Bar
s
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Continuous Rating : 130A AC / 150A DC
Max. Voltage: 300V AC / 48V DC

Terminal Screw: M6x4

Terminal Stud: M6x4

BB1830C-2P / Dual Bus Bar (Cover)

Continuous Rating : 130A AC / 150A DC
Max. Voltage: 300V AC / 48V DC
Terminal Screw: M6x4

Terminal Stud: M6x4

Coverx2

BB1830-4P / Dual Bus Bar
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Continuous Rating : 130A AC / 150A DC
Max. Voltage: 300V AC / 48V DC

Terminal Screw: M6x8

Terminal Stud: M6x4

BB1830C-4P / Dual Bus Bar (Cover)
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Continuous Rating : 130A AC / 150A DC
Max. Voltage: 300V AC / 48V DC
Terminal Screw: M6x8

Terminal Stud: M6x4

Coverx2




